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General Information

Location: MAGDEBURG/COCHSTEDT DEU
ICAO/IATA: EDBC / CSO

Lat/Long: N51° 51.36', E011° 25.08'
Elevation: 601 ft

Airport Use: Public

Daylight Savings: Observed
UTC Conversion; -1:00 = UTC
Magnetic Variation: 4.0° E

Customs: Yes
Airport Type: VFR
Landing Fee: Yes
Control Tower: No
Jet Start Unit: No
LLWS Alert: No
Beacon: Yes

Sunrise: 0437 Z
Sunset: 1747 Z

Runway Information

Runway: 07

Length x Width: 8202 ft x 148 ft
Surface Type: asphalt
TDZ-Elev: 584 ft

Lighting: Edge, Centerline, REIL

Runway: 25

Length x Width: 8202 ft x 148 ft
Surface Type: asphalt
TDZ-Elev: 596 ft

Lighting: Edge, Centerline, REIL

Communication Information

Cochstedt Information: 131.130 AFIS
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Chart changes since cycle 15-2023

ADD = added chart, REV = revised chart, DEL = deleted chart.
ACT PROCEDURE IDENT INDEX REV DATE EFF DATE

MAGDEBURG/COCHSTEDT, (MAGDEBURG/COCHSTEDT - EDBC)
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TERMINAL CHART CHANGE NOTICES

No Chart Change Notices for Airport EDBC

Chart Change Notices for Country DEU

Type: Gen Tmnl
Effectivity: Permanent
Begin Date: Immediately
End Date: No end date

Location/airport name changed from Monchengladbach to Moenchengladbach.

Type: Gen Tmnl

Effectivity: Permanent
Begin Date: 20210326
End Date: No end date

Use of SID RNAV OVERLAY: Pilots of GPS/FMS-RNAV-equipped aircraft should, if possible, use the defined supplementary
GPS/FMS/RNAYV procedures which are published as "OVERLAY" to a conventional procedure. Please refer also to ATC Germany
pages for additional information.

Type: Gen Tmnl
Effectivity: Permanent
Begin Date: Immediately
End Date: No end date

Location/airport name changed from Buchel to Buechel, Buckeburg to Bueckeburg, Norvenich to Noervenich.

Type: Gen Tmnl

Effectivity: Temporary

Begin Date: Immediately

End Date: Until Further Notice

Jeppesen charted take-off minimums are determined according to the available RWY lights. In Germany, Low Visibility
Procedures (LVP) are only available for the following airports: EDDB, EDDC, EDDE, EDDF, EDDG, EDDH, EDDK, EDDL, EDDM,
EDDN, EDDP, EDDR, EDDS, EDDV, EDDW, EDFH, EDHI, EDHL, EDJA, EDLN, EDLP, EDLV, EDLW, EDMA, EDNY, EDQM,
EDSB, EDTL, EDTY, EDVE, EDVK. All other German airports are notapproved for Low Visibility Take-off Operations (LVTO) with
an RVR below 400m because of missing LVP.



http://www.tcpdf.org

