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General Information

Location: DURBAN ZAF
ICAO/IATA: FALE / DUR
Lat/Long: S29° 36.7', E031° 07.2'
Elevation: 304 ft

Airport Use: Public

Daylight Savings: Not Observed
UTC Conversion; -2:00 = UTC
Magnetic Variation: 25.0° W

Fuel Types: 100 Octane (LL), Jet A-1
Customs: Yes

Airport Type: IFR

Landing Fee: Yes

Control Tower: Yes

Jet Start Unit: No

LLWS Alert: No

Beacon: No

Sunrise: 0301 Z
Sunset: 1617 Z

Runway Information

Runway: 06

Length x Width: 12139 ft x 197 ft
Surface Type: asphalt

TDZ-Elev: 287 ft

Lighting: Edge, ALS, Centerline, TDZ

Runway: 24

Length x Width: 12139 ft x 197 ft
Surface Type: asphalt

TDZ-Elev: 301 ft

Lighting: Edge, ALS, Centerline, TDZ

Communication Information

ATIS: 127.000

King Shaka Intl Tower: 118.450

King Shaka Intl Ground: 121.650

Apron Control Ramp/Taxi: 122.650
Durban Approach: 125.750 Out to 50 mi.
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125.75 304 A minimum vertical clearance of 1000 is applied up to D20.0 TGV
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Alt Set: hPa Trans level: By ATC
D-ATIS APT Elev 1. RNAV 2 required.
127.0 304 2. If unable to comply with STAR notify ATC.
. 3. SIDs and STARs must be announced in operation on ATIS and will
only be in force when Surveillance RADAR is operational.

APMAT 1A [APMA1A]
RNAV (GNSS) ARRIVAL
(RWY 06)

— 4308
' MAXIMUM APPROACH
SPEED POINTS (SLP) ‘
If the speed is below minimum AT %000
safe operating speed, the mini- (T V RQ14/050.0)
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| 30-30 \ 31-00 | | 31-30 |
7 LOST COMMS W LOST COMMS "W LOST COMMS W LOST COMMS W7 LOST COMMS “W” LOST COMMS “W” LOST COMMS W LOST COMMS W LOST
i B= If not cleared for an arrival, proceed to nearest STAR entry position at last assigned FL 5
i N or FL130, whichever is highest. Comply with associated communication failure procedure. 4
— } Before APMAT: Proceed to APMAT and enter holding, hold at last assigned FL for minimum g
% 5 minutes, then descend to FL130 or maintain last assigned FL if below FL130. Leave APMAT =
- 2 on ”After APMAT" procedure.
i After APMAT: Continue on STAR maintaining last assigned FL, when passing LEG@1 descend !
K to FL80, at LE@@2 turn RIGHT to LEIN1. Continue RNAV (GNSS) approach and intercept ILS. 2
— LOST COMMS . LOST COMMS . LOST COMMS @ LOST COMMS @ LOST COMMS b LOST COMMS . LOST COMMS b LOST COMMS . LOST

10

ROUTING
From APMAT to LE@@2, turn RIGHT to LEINT1, turn LEFT for RADAR vectoring to ILS.

In the event of a missed approach with the intention of diverting to an alternate airport comply with
SID ITMIL 1C.

CHANGES: New format. © JEPPESEN, 2020. ALL RIGHTS RESERVED.
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Alt Set: hPa Trans level: By ATC
D-ATIS Apt Elev 1. RNAV 2 required.
127.0 304 2. If unable to comply with STAR notify ATC.
. 3. SIDs and STARs must be announced in operation on ATIS and will
only be in force when Surveillance RADAR is operational.
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ol a If not cleared for an arrival, proceed to nearest STAR entry position at last assigned FL 5
N or FL130, whichever is highest. Comply with associated communication failure procedure. 4
] } Before APMAT: Proceed to APMAT and enter holding, hold at last assigned FL for minimum g
% 5 minutes, then descend to FL130 or maintain last assigned FL if below FL130. Leave APMAT =
- 2 on ”After APMAT" procedure.
i After APMAT: Continue on STAR maintaining last assigned FL, at LE@@3 descend to FL8O, !
e E then via LEG@4 to LE2N2, turn RIGHT to LE2T1. Continue RNAV (GNSS) approach and intercept ILS. 2
o] LOST COMMS w LOST COMMS .\ LOST COMMS s LOST COMMS b LOST COMMS b LOST COMMS . LOST COMMS . LOST COMMS . LOST
ROUTING
From APMAT to LE@@4, then to LE2N2, turn RIGHT to LE2T1, to intercept ILS.
In the event of a missed approach with the intention of diverting to an alternate airport comply with
SID OKTAN 1A.
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Alt Set: hPa Trans level: By ATC
D-ATIS Apt Elev 1. RNAV 2 required.
127.0 304 2. If unable to comply with STAR notify ATC.
. 3. SIDs and STARs must be announced in operation on ATIS and will
only be in force when Surveillance RADAR is operational.
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| are not to request cancellation
o ‘ ‘ ‘ 31-00 of speed restrictions.
| o LosT comms w7 LOST coMMs W LOST COMMS W LOST COMMS ~W” LOST COMMS W LOST COMMS "W LOST COMMS “W” LOST COMMS W LOST
é If not cleared for an arrival, proceed to nearest STAR entry position at last assigned FL ‘
S or FL130, whichever is highest. Comply with associated communication failure procedure.
> Before DUNSA: Proceed to DUNSA. Leave DUNSA on ”After DUNSA’ procedure. )
3 DUNSA 1A -
} After DUNSA: Continue on STAR maintaining last assigned FL, when passing LEG@5 descend to FL80, S
°q at LETN2 proceed to LE1T1. Continue RNAV (GNSS) approach and intercept ILS. &
1= DUNSA 1B 4
- S After DUNSA: Continue on STAR maintaining last assigned FL, when passing LE@@7 descend to FL80, 5
153 then to LE@@8, turn LEFT to LE2N1. Continue RNAV (GNSS) approach and intercept ILS. 4
] LOST COMMS @ LOST COMMS 4 LOST COMMS B LOST COMMS b LOST COMMS . LOST COMMS . LOST COMMS . LOST COMMS . LOST
a STAR RWY ROUTING
S7 DUNSA 1A 06 From DUNSA to LEIN2, turn LEFT to LEIT1, intercept ILS.
DUNSA 1B 24 From DUNSA to LE@@8, turn LEFT to LE2N1 for RADAR vectors to ILS.
In the event of a missed approach with the intention of diverting to an alternate airport comply
with the following SIDs:
RWY 06: SID ITMIL 1C RWY 24: SID OKTAN 1A.
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D-ATIS

127.0

Apt Elev
304

Alt Set: hPa Trans level: By ATC
1. RNAV 2 required.
2. If unable to comply with STAR notify ATC.

3. SIDs and STARs must be announced in operation on ATIS and will

only be in force when Surveillance RADAR is operational.

ITMIL 1A [ITMI1A]
RNAV (GNSS) ARRIVAL

(RWY 06)

I MAXIMUM APPROACH
SPEED POINTS (SLP)

If the speed is below minimum

safe operating speed, the mini-

mum safe operating speed will

be flown and ATC advised.

Unless for emergency pilots

of speed restrictions.

6000

4000

2000

(]

MHA FL150

are not to request cancellation

»}
MAX FL280 ‘\'/;\
13 NM

SLP

ITMIL

(TGV R070/D50.0)

CONTOUR
INTERVALS

—

4292

A

D

MAX 250 KT

LE@G6
MAX 210 KT
5600

QS
Al

KING SHAKA
112.6.TGV

Q= |

© When established
on LOC maintain

MAX 180 KT
until D10.0 TGV

| 30-00 31-00
! !

31-30 32-00
! !

! - !

or FL130, whichever is

97 LOST COMMS 9 LOST COMMS @7 LOST COMMS 9 LOST COMMS @ LOST COMMS 9 LOST COMMS @ LOST COMMS 9 LOST COMMS @ LOST
If not cleared for an arrival, proceed to nearest STAR entry position at last assigned FL

highest. Comply with associated communication failure procedure.

Before ITMIL:

Proceed to ITMIL and enter holding, hold at last assigned FL for minimum

5 minutes, then descend to FL90 or maintain last assigned FL if below FL90. Leave ITMIL

10

on ”After ITMIL” procedure.
After ITMIL:
proceed to LEIN3. Continue RNAV (GNSS) approach and intercept ILS.

LOST COMMS 97 LOST

Continue on STAR maintaining last assigned FL, at LE@13 descend to FL80,

LOST COMMS . LOST COMMS . LOST COMMS . LOST COMMS . LOST COMMS . LOST COMMS . LOST COMMS . LOST COMMS . LOST

1SOT . SWWOD 1501

ROUTING

From ITMIL to LE@@6, then to LEG13, then to LEIN3, turn RIGHT for RADAR vectoring to ILS.

SID ITMIL 1C.

In the event of a missed approach with the intention of diverting to an alternate airport comply with

CHANGES: New format.
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Alt Set: hPa Trans level: By ATC
D-ATIS Apt Elev 1. RNAV 2 required.
127.0 304 2. If unable to comply with STAR notify ATC.
. 3. SIDs and STARs must be announced in operation on ATIS and will
only be in force when Surveillance RADAR is operational.

ITMIL 1B [ITMI1B]
RNAV (GNSS) ARRIVAL
(RWY 24)

I MAXIMUM APPROACH
SPEED POINTS (SLP) ( 6000 o
If the speeq is below minimum iCE »}
safe operating speed, the mini- MAX FL280 ‘\'/
mum safe operating speed will MHA FL150
be flown and ATC advised. 2000 sLp 13 NM
Unless for emergency pllofs. CONTOUR
are not to request cancellation e INTERVALS ITMIL
of speed restrictions. L 2900 (TGV R070/D50.0)
S - MAX 250 KT /
4292 o
A ‘ &
o
m_
(Lost Comms)
LEG14
f MAX 210 KT |
" 5600
<
] S When established
on LOC maintain
MAX 180 KT
| 2930 until D10.0 TGV |
SLP
D10.0 TGV
o
M_
] MAX 150 KT
5 KING SHAKA or as cleared by ATC
(*115.6 Tov
5300 \
2] —;&éz_‘_—-
| 30-00 31-00 31-30 32-00
. . ! - ! . ! ! .
97 LOST COMMS 9 LOST COMMS @7 LOST COMMS 9 LOST COMMS @ LOST COMMS 9 LOST COMMS @ LOST COMMS 9 LOST COMMS @ LOST
. If not cleared for an arrival, proceed to nearest STAR entry position at last assigned FL 5
N or FL130, whichever is highest. Comply with associated communication failure procedure. 4
- } Before ITMIL: Proceed to ITMIL and enter holding, hold at last assigned FL for minimum g
i 5 minutes, then descend to FL90 or maintain last assigned FL if below FL90. Leave ITMIL =
- = on ”After ITMIL” procedure.
i After ITMIL: Continue on STAR maintaining last assigned FL, at LE@14 descend to FL80, !
'k at LE2N2, turn LEFT and continue RNAV (GNSS) approach and intercept ILS. 2
] LOST COMMS & LOST COMMS @ LOST COMMS . LOST COMMS b LOST COMMS . LOST COMMS b LOST COMMS . LOST COMMS . LOST

10

ROUTING

From ITMIL to LE2N2, turn LEFT to intercept ILS.

In the event of a missed approach with the intention of diverting to an alternate airport comply with
SID OKTAN 1A.

CHANGES: New format. © JEPPESEN, 2020. ALL RIGHTS RESERVED.
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Trans alt: 5500

1. RNAV 2 required.

2. If unable to comply with SID notify ATC.

EURBANh Apt Elev | 3. SIDs and STARs must be announced in operation on ATIS and will only be in
pproac 304 force when Surveillance RADAR is operational.

125.75 4. SIDs include minimum noise routings.

5. Contact DURBAN Approach on frequency provided in ATC clearance at 2000.
Advise RADAR of level passing on first contact for Mode-C check.

6. Cross CTR boundary at or above 3000.

GREYTOWN 1A [GYV1A], GREYTOWN 2B [GYV2B]
RNAV (GNSS) DEPARTURES
(RWYS 06, 24)
IHId32H MAX 220 KT UNTIL ESTABLISHED ON TRACK TO GYV

GREYTOWN\) 6000
FAGY
4000
=l 2000 ]
CONTOUR
INTERVALS
(TGV R340/D41.0)
o
w—
o
m_
PIETERMARITZBURG —_— =
0 FAPM ﬁé@
8 - .
/(5 KING SHAKA
/[P 15616V
These SIDs require a minimum climb gradient S -7
of ~
7% up to 3000.
2] [Gnd speed-KT | 75 | 100 | 150 | 200 | 250 | 300
7% V/V(fpm) 532 | 709 |1063 [ 1418 1772(2127

31-00
!

N

97 LOST COMMS 7 LOST COMMS @ LOST COMMS @ LOST COMMS W@ LOST COMMS 9 LOST COMMS @ LOST COMMS @ LOST COMMS “@” LOST
GREYTOWN 1A: Maintain runway track to LE@15, turn LEFT to LE3CF, maintaining last assigned FL
or MSA whichever is higher. Passing LE3CF climb to flight plan level to GYV. At GYV set course as
per flight plan.

GREYTOWN 2B: Maintain runway track to LE2D2, turn RIGHT to LE4CF, maintaining last assigned
FL or MSA whichever is higher. Then to LE4CF, climb to flight plan level to GYV. At GYV set

course as per flight plan.
Both SIDs: Aircraft wishing to return must continue to SID termination point and climb to last

assigned FL or MSA or FL 80 whichever is higher. At GYV proceed to GETOK and comply with STAR
} GETOK 1C (GREYTOWN 1A) / GETOK 1D (GREYTOWN 2B) communication failure procedure.
LOST COMMS . LOST COMMS . LOST COMMS . LOST COMMS . LOST COMMS i LOST COMMS i LOST COMMS . LOST COMMS . LOST

Initial climb clearance FL70, further climb under RADAR control.

0
COMMS LOST 9 COMMS
1S0T . SWWOD 1SOT .M

o
- SID RWY ROUTING
GREYTOWN 1A 06 On runway track to LE@15, turn LEFT to LE3CF, then to GYV, then as
per flight plan.
GREYTOWN 2B 24 On runway track to LE2D2, turn RIGHT to LE4CF, then to GYV, then
as per flight plan.

CHANGES: New format. © JEPPESEN, 2020. ALL RIGHTS RESERVED.
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—=JEPPESEN  DURBAN, S AFR REP
Eibﬁll'cl;EéBEKRA INTL 18 SEP 20

Trans alt: 5500
1. RNAV 2 required.
2. If unable to comply with SID notify ATC.
DURBANh Apt Elev | 3. SIDs and STARs must be announced in operation on ATIS and will only be in
Approac 304 force when Surveillance RADAR is operational.
125.75 4. SIDs include minimum noise routings.
5. Contact DURBAN Approach on frequency provided in ATC clearance at 2000.
Advise RADAR of level passing on first contact for Mode-C check.
6. Cross CTR boundary at or above 3000.
3328 MAX 220 KT UNTIL ESTABLISHED ON TRACK TO ITMIL
\ 1 1 1 1 1 o |
4000 W
MAX F280 (\'/\l
2000 MHA FL150 13 NM
3]
CONTOUR
INTERVALS
a
[ 29-00 ITMIL
(TGV R070/D50.0) /
»
o . N
w—
E (Lost Comms) )
. LE@17
o
m_
&
N
Q=
=4
] 32100
/// This SID requires a minimum climb gradient
| p, | of
~ 7% up to 3000.
5 KING SHAKA Gnd speed-KT | 75 | 100 | 150 | 200 | 250 | 300
"1 ]5 6 TGV -
° == o= 7% V/V(fpm) 532 | 709 |1063 |1418|1772|2127
: 3‘1—\00 ‘ 31‘—30
7] "9 LOST COMMS W LOST COMMS ~W LOST COMMS W LOST COMMS W LOST COMMS ~W” LOST COMMS W LOST COMMS “W” LOST COMMS “W” LOST
- Maintain runway track to LE@15, turn RIGHT to ITMIL maintaining last assigend FL or MSA -
153 whichever is higher. When passing LE@17 climb to flight plan level, at ITMIL set course as per =
12 flight plan. =
d:z Aircraft wishing to return must continue to SID termination point and climb to last {
48 assigned FL or MSA whichever is higher. Enter ITMIL holding and hold for 5 minutes, then _
o } comply with the appropriate STAR communication failure procedure. a
LOST COMMS . LOST COMMS . LOST COMMS . LOST COMMS i LOST COMMS . LOST COMMS . LOST COMMS . LOST COMMS . LOST
Initial climb clearance FL70, further climb under RADAR control.
ROUTING
On runway track to LE@15, turn RIGHT to ITMIL, then as per flight plan.

CHANGES: New format. © JEPPESEN, 2020. ALL RIGHTS RESERVED.
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—=~JEPPESEN  DURBAN, S AFR REP
KING SARA INTL 550 20 (20-38)

Trans alt: 5500
1. RNAV 2 required.
2. If unable to comply with SID notify ATC.

'EURB':Nh Apt Elev | 3. SIDs and STARs must be announced in operation on ATIS and will only be in
pproac 304 force when Surveillance RADAR is operational.
125.75 4. SIDs include minimum noise routings.

5. Contact DURBAN Approach on frequency provided in ATC clearance at 2000.
Advise RADAR of level passing on first contact for Mode-C check.
6. Cross CTR boundary at or above 3000.

OKTAN 1A [OKTATA]
RNAV (GNSS) DEPARTURE
(RWY 24)

] 7
Y
/
) (}O‘;’/
PIETERMARITZBURG /
@ FAPM ,/
B / ]
3] ,
> ¥ )
/
/
6000 7/
. _.~" (5 KING SHAKA
°115.6 16V
= 2000 |
CONTOUR
INTERVALS
o | 30-00 /
M_| q
(Lost Comms)
LEG18
s | ]
N
=@
ol ]
N ‘ 31-00 ‘
This SID requires a minimum climb gradient
MAX F280 of
MHA FL150 7% up to 3000.
Gnd speed-KT 75 | 100 | 150 | 200 | 250 | 300
° 13 NM 8 7% V/V(fpm) 532 | 709 (1063 | 1418]1772(2127
— 30-30

9 LOST COMMS 97 LOST COMMS 997 LOST COMMS 9”7 LOST COMMS 997 LOST COMMS 97 LOST COMMS 97 LOST COMMS 7 LOST COMMS ~” LOST

} Maintain runway track to LEG18, maintaining last assigend FL or MSA whichever is higher,

z then proceed to OKTAN and climb to flight plan level, at OKTAN set course as per

i flight plan.

= Aircraft wishing to return must continue to SID termination point and climb to last

8 assigned FL or MSA or FL80 whichever is higher. Enter OKTAN holding and hold for 5 minutes,
} then proceed to TGV and comply with ILS approach procedure.

L

10
21507 .M SWWOD 150

OST COMMS . LOST COMMS . LOST COMMS . LOST COMMS . LOST COMMS . LOST COMMS . LOST COMMS . LOST COMMS . LO

Initial climb clearance FL70, further climb under RADAR control.
ROUTING

Direct to OKTAN, then as per flight plan.
CHANGES: New format. © JEPPESEN, 2020. ALL RIGHTS RESERVED.
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—=JEPPESEN  DURBAN, S AFR REP
KING SARA INTL s 5r 20 (20-30)

Trans alt: 5500
1. RNAV 2 required.
DURBAN 2. If unable to comply with SID notify ATC.
Approach Apt Elev | 3. SIDs and STARs must be announced in operation on ATIS and will only be in
125.75 304 force when Surveillance RADAR is operational.
. 4. SIDs include minimum noise routings.
5. Contact DURBAN Approach on frequency provided in ATC clearance at 2000.
Advise RADAR of level passing on first contact for Mode-C check.
6. Cross CTR boundary at or above 3000.

TUBIN 1A [TUBITA], TUBIN 1B [TUBI1B]
RNAV (GNSS) DEPARTURES
(RWYS 06, 24)

SPEED RESTRICTION

MAX 220 KT until established on track to
TUBIN 1A: LE1G2.
TUBIN 1B: TUBIN.

-29-30 | 8
I
o /
~_] /
LE@G15
476 /
//
PIETERMARITZBURG /
FAPM P
B 6000 /
/’ 5 KING SHAKA
4000 R 115.6 TGV
/ o
2000 ~
N CONTOUR 5300 |
INTERVALS

g

31‘—00 ‘ ‘ 4

These SIDs require a minimum climb gradient
of
7% up to 3000.

Gnd speed-KT 75 | 100 | 150 | 200 | 250 | 300
7% V/V(fpm) 532 | 709 |1063 [ 1418( 1772|2127

|

~9” LOST COMMS g LOST COMMS g LOST COMMS ~w LOST COMMS ~w LOST COMMS ~~ LOST COMMS ~ LOST COMMS ~wg LOST COMMS ~a LOST
TUBIN 1A: Maintain runway track to LE@15, turn LEFT to LE1G2, turn LEFT to LE1CF, then to TUBIN,

} maintaining last assigned FL or MSA whichever is higher. Passing LE1CF climb to flight plan level.

£ At TUBIN set course as per flight plan.

TUBIN 1B: Maintain runway track to LE2D2, maintaining last assigned FL or MSA whichever is

higher. Then turn RIGHT to LE2CF, climb to flight plan level. At TUBIN set course as per flight plan.

S Both SIDs: Aircraft wishing to return must continue to SID termination point and climb to last

} assigned FL or MSA or FL 80 whichever is higher. At TUBIN proceed to DUNSA and comply with STAR
DUNSA 1A (RWY 06) / DUNSA 1B (RWY 24) communication failure procedure.

LOST COMMS . LOST COMMS . LOST COMMS . LOST COMMS . LOST COMMS . LOST COMMS . LOST COMMS . LOST COMMS . LOST

Initial climb clearance FL70, further climb under RADAR control.
SID RWY ROUTING

TUBIN 1A 06 On runway track to LE@15, turn LEFT to LE1G2, turn LEFT to LE1CF, then to
TUBIN, then as per flight plan.

TUBIN 1B 24 On runway track to LE2D2, turn RIGHT to LE2CF, then to TUBIN, then as per
flight plan.

CHANGES: New format. © JEPPESEN, 2020. ALL RIGHTS RESERVED.
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FALE/DUR —wJEFPESEN DURBAN, S AFR REP———
KING/SHAKA INTL 6 MAR 15 | NOISE |

NOISE ABATEMENT

LT minus 2 HOURS = UTC(Z)

DEPARTURES

In order to minimize noise on the ground and to ensure safety of flight
operations all jet ACFT operators are to adopt NADP 1 procedure for all
take-offs, procedures may be disregarded if at 3000" AGL or when leveled
off by ATC, or when leveled by SIDs.
Immediately after take-off turnouts must as far as possible be avoided and
runway heading must be maintained to a reasonable altitude.
When possible, ACFT must climb at the best angle of climb after take-off
and this must be maintained until all built-up areas are overflown, or the
desired altitude has been reached.

| No intersection take-offs between 2200-0600LT.

REVERSE THRUST

After landing minimize the use of reverse thrust, as far as possible, for
braking purposes.

RUN-UP TESTS

No testing and engine run-ups between 2200-0600LT. Outside of these times
unforeseen engine run-ups only permitted by consent of the aerodrome
authorization.

©) JEPPESEN, 2010, 2015. ALL RIGHTS RESERVED.
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FALE/DUR —W_JEPPESEN DURBAN, S AFR REP——
50CT 18 [Eff 11 Oct KING SHAKA INTL

TEMPORARY CHART FOR CONSTRUCTION WORK
FOR FURTHER DETAILS ALSO REFER TO LATEST NOTAMS

@O RUNWAY INCURSION HOT SPOT ECHO
CAUTION: The intersection arround Apron P
twy N, G and A is a designated
Hotspot and as such extra vigilance
is required by pilots.
No acft may pass each other on the NIGHT A
twys at this intersection. WORKS N2

4

Control @
Tower

CHARLIE
Apron

During the period of work certain portions of twys
A, B, F and N may have operating restrictions due
to tie-in works required. Work in proximity of the

ALPHA runway or twys impacting manoeuvring area
Apron 4 operations \{VIH bg scheduled as mght work. Any
other significant impact to operations will be
communicated via NOTAM.
C
C
PHASE START END

PHASE 1A: Concrete Apron stands 11 OCT 18 18 MAR 19

PHASE 1B: Portion twy I 29 NOV 18 5 APR 19

PHASE 1C: Storm water network 15 AUG 18 13 FEB 19

PHASE 1D: Construction of twy I tie-in 8 APR 19 19 JUN 19
to existing twy F

PHASE 2A: Construction of new twy B, 17 JAN 19 | 31 JAN 20
portion of storm water network

PHASE 2B: Construction of GSE service road 19 MAR 19 | 30 APR 19

PHASE N1: Construction of twy I tie-in 20 JUN 19 30 JUL 19
to existing twy B

PHASE N2: Construction of new twy B tie-in 20 JAN 19 | 31 JAN 20
to existing twy N, exiting twy A
and to existing rwy

CHANGES: New chart. JEPPESEN, 2018. ALL RIGHTS RESERVED.



Printed from JeppView for Windows 5.3.0.0 on 01 Nov 2020; Terminal chart data cycle 22-2020; Notice: After 12 Nov 2020, 0000Z, this chart may no longer be valid

FALE/DUR —WJEPPESEN DURBAN, S AFR-REP——

Apt Elev 304 7 DEC 18 @
559 36 7 F031 07.9 KING SHAKA INTL
D-ATIS KING SHAKA INTL Ground APRON Control Tower
127.0 121.65 122.65 118.45
||||||||||||||||||||||||||||||||||I=
» 31-06 31-07 31-08 _
WARNING:
— Pilots are to exercise extreme caution when approaching rwy 24: < —
Toll Gate Lights (parallel to thresh 24) approximately 1 NM NE of NS
[~ thresh 24 can be mistaken for rwy lights during NIGHT ops or \.\i > 7
— in IMC. d ™ —
- . . OV i
Twy P and apron Echo restricted to code B aircraft SV
- with MAX wingspan 79'/24m. Aprons Alpha, Bravo -
| and twys between this aprons restricted to code C Elev ) |
2938 aircraft with MAX wingspan 118'/36m. 301 U‘% 29-36
| ECHO P _
Apron
| Control Contact " Apron Office” (Callsign .
FOR DETAILS Tower APRON CONTROL) when within
B SEE 20-9A \S,i \, VHF range and prior to landing to T
- _D_EL_T;_A____ obtain parking bay allocation. This —
: pron —u INFO must be transmitted to
B | VgR "KING SHAKA INTL Ground” on ]
n ! first contact. _
|
CHARLIE Apron | [AST] |
BRAVO Apron | F B | Birds in vicinity of airport.
n | .
— 29-37 : F 29-37 —
= | -
' :: H ) RUNWAY INCURSION HOT SPOT
B 4 CAUTION: The intersection arround ]
| | twy N, G and A is a designated _
: Hotspot and as such extra vigilance
B | is required by pilots. ]
- No acft may pass each other on the _
twys at this intersection.
B \\ Feet 0 1000 2000 3000 4000 5000 7]
SN
= NS ]
29.38 N 605 Meters 0 500 1000 1500 2938
31-06 S 31-07 31-08
N T T T N N TN TN T T S N AN N TN T N T T SO M NN N N N N M R A
ADDITIONAL RUNWAY INFORMATION
USABLE LENGTHS
—— LANDING BEYOND —
RWY Threshold Glide Slope | TAKE-OFF | WIDTH
06 HIRL (60m) CL (15m) HIALS-II TDZ PAPI ( ) @ 11,106 3385m 197’
24 | HIRL (60m) CL (15m) HIALS-II TDZ PAPI ( ) O 11,045 3367m 60m
@ HST-H with HSTIL.
@ HST-G with HSTIL.
PUSH-BACK PROCEDURE
Push-back, start and taxi clearances to be requested on GND.
Acft are not to request push-back until the TUG is connected and ready to push.
Before start is requested, acft must be ready for immediate push-back.
JAR-OPS TAKE-OFF i
All Rwys
LVP must be in force
RL, CL RCLM (DAY only) RCLM (DAY only) NIL
& mult. RVR req RL & CL or RL or RL (DAY only)
Y
B
& 150m 200m 250m 400m 500m
D 200m 250m 300m
Il Operators applying U.S. Ops Specs: CL required below 300m.

CHANGES: Minimums. JEPPESEN, 2011, 2018. ALL RIGHTS RESERVED.
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FALE/DUR ~WJEPPESEN DURBAN, S AFR REP——
7 DEC 18 KING SHAKA INTL

INS COORDINATES ()

Control

STAND No. COORDINATES Tower

Al, A2 $29 37.3 EO031 06.2
A3, A4 $29 37.3 E031 06.3 DELTA Apron

D5
D4
D3D2
A5 thru A8 S29 37.2 E031 06.3 D1
A9 S29 37.2 E031 06.4
A10 thru A14 | S29 37.1 E031 06.4

Al15, Al6 S29 37.0 EO031 06.5
B1 thru B3 S29 37.3 E031 06.3
B4 thru Bé6 S29 37.3 E031 06.4
B7 S29 37.2 E031 06.4
B8, B9 S29 37.2 E031 06.5

Dé6

C1 thru Cé6 S29 37.0 EO31 06.4
D1 S29 36.5 E031 06.9 N
D2 thru D6 S29 36.5 E031 06.8

LEGEND

@O HOT SPOT

See 20-9 for description.

Stands A5 thru A16, C2 and C5 equipped
with Visual Docking Guidance System.

Push-back required for all

CHARLIE Apron stands on CHARLIE Apron.

TERMINAL

B4 ™ BRAVO
Apron

N

Q=
NOT TO SCALE

CHANGES: None. JEPPESEN, 2015. ALL RIGHTS RESERVED.
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FALE/DUR

—w_JEPPESEN

30 DEC 16 | Eff 5 Jan | DURB'?‘(II\INGSSHAAE(& II$\IETFL>

STRAIGHT-IN RWY A B C D
06 CAT2ILS©@ | 387’(100') 4017(114") 4097(122") 4307 (143")
RA103’ R300m RA117’ R300m RA138’ R400m RA140’ R450m
CAT2ILSO® | 832’ (545") 846’(559') 8547 (567') 875’(588")
R450m R450m R450m R450m
ILS@ | 487’(200") 487’(200') 487’(200') 497’(210")
FULL R550m R550m R550m R600m
Limited R750m R750m R750m R750m
ALS out R1200m R1200m R1200m R1200m
ILSO® | 946’ (659') 946’(659') 946’(659') 952’(665")
R1500m R1500m C2300m C2400m
ALS out R1500m R1500m C2400m C2400m
LOC OO | 730’ (443") 7307 (443") 7307 (443") 7307 (443")
R1400m R1400m R1400m R1400m
ALS out R1500m R1500m C2100m C2100m
LOCO®®© | 1180/(893") |11807(893") |1180’(893") |1180’(893")
R1500m R1500m C2400m C2400m
RNAV OO | 690'(403") 690’(403") 690’ (403") 690’ (403")
R1200m R1400m R1400m R1800m
ALS out R1500m R1500m R2000m R2000m
RNAV @O | 1220 (933") | 1220/(933") |1220’(933") |1220’(933")
R1500m R1500m C2400m C2400m
VOROO | 650'(363") 6507(363") 6507 (363") 6507 (363")
R1000m R1000m R1000m R1400m
ALS out R1500m R1500m R1800m R2000m
VOR ©®O | 19207(1633") [ 19207(1633") | 19207(1633") [ 1920’ (1633")
C5000m C5000m C5000m C5000m
24 CAT2ILSO| 401’(100") 407’(106") 4167(115") 4357(134")
RA100’ R300m RA106’ R300m RA115’ R300m RA132’ R400m
CAT2ILSO® | 1088’(787") | 1094/(793") | 1103’(802') | 1122’(821")
R450m R450m R450m R450m
ILSO| 501’(200") 501’(200") 5017(200") 5077(206")
FULL R550m R550m R550m R600m
Limited R750m R750m R750m R750m
ALS out R1200m R1200m R1200m R1200m
ILS®|1188’(887') |[1188/(887') |1188’(887") |1194/(893")
R1500m R1500m C2400m C2400m
LOCOO | 730’(429") 7307 (429") 7307 (429") 7307 (429")
R1300m R1300m R1300m R1300m
ALS out R1500m R1500m R2000m R2000m
LOC OO | 14207(1119') | 14207(1119") | 1420/(1119") | 1420’(1119")
R1500m R1500m C2400m C2400m
RNAV OO | 780’ (476") 7807 (476") 780’ (476") 780’ (476")
R1500m R1500m R1500m R1800m
ALS out R1500m R1500m C2200m C2200m
RNAV @O | 1260 (956") |[12607(956") |1260’(956') |1260'(956")
R1500m R1500m C2400m C2400m
VOR OO | 870’(569") 870’(569') 870’(569') 870’(569')
R1500m R1500m R1900m R1900m
ALS out R1500m R1500m C2600m C2600m
VOR @O | 13007(999') |13007(999') [13007(999") |1300’(999")
R1500m R1500m C3800m C3800m
ALS out R1500m R1500m C4500m C4500m

O MACG 3.0%.
0O MACG 2.5%.
© Continuous Descent Final Approach.
O MACG 3.4%.

CHANGES: None. © JEPPESEN, 2011, 2016. ALL RIGHTS RESERVED.

O MACG 3.9%.
0O MACG 3.6%.
0 MACG 3.2%.
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FALE/DUR —w_JEPPESEN

30 DEC 16 m DURB'?‘(II\INGSSHAAE(& II$\IETFL>

CIRCLE-TO-LAND © 100 KT 135 KT 180 KT 205 KT
After ILS or LOC 10007(696" ) Q§210007(696" /9| 12707 (966')B[13507(1046') O
After RNAV 06 ® | 960/(673') | 9907(703') | 11707(883") | 1440/(1153")
(with MACG 3.9%)

After RNAV 06 ® | 12207(933') | 12207(933') | 12207(933') | 1440/(1153")
(with MACG 2.5%)
After VOR 06 1000/ (696") | 10007(696') | 12707(966") | 13507(1046")

(with MACG 3.6%)

After VOR 06 19207(1616")| 19207(1616") | 19207(1616') | 19207(1616")
(with MACG 2.5%)

After RNAV 24 (5 9607(659') | 9907(689) | 11707(869') | 14407(1139")
(with MACG 3.6%)

After RNAV 24 ©@ | 1260/(959') | 12607(959') | 12607(959') | 14407(1139")
(with MACG 2.5%)

After VOR 24 10007(696') | 10007(696") | 12707(966) | 13507(1046)
(with MACG 3.2%)

After VOR 24 13007(996') | 13007(996') | 13007(996') | 1350’ (1046")
(with MACG 2.5%)

V1500m @ V1600m @ V2400m @ V3600m @

O Entirely at Pilots discretion.

@ Circling height based on rwy 06 thresh elev of 287".

© Circling height based on rwy 24 thresh elev of 301°.

O After LOC 06 (with MACG 2.5%): MDA(H) 1200’ (896").
© After ILS 24 (with MACG 2.5%): MDA(H) 1200’ (896').
O After LOC 24 (with MACG 2.5%): MDA(H) 1430 (1126').
@ or higher minimums of preceding straight-in approach.

TAKE-OFF RWY 06, 24

Approved LVP must be in Force

Operators

HIRL, CL RL, CL RCLM (DAY only)] RCLM (DAY only) NIL

& mult. RVR req| & mult. RVR req RL & CL or RL or RL (DAY only)
Al
_B]
= 125m 150m 200m 250m 400m 500m
D 150m 200m 250m 300m

CHANGES: Circling minimums after VOR 06/24. © JEPPESEN, 2011, 2016. ALL RIGHTS RESERVED.
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FALE/DUR

—w_ JEPPESEN

DURBAN, S AFR REP——
3 DEC 10

KING SHAKA INTL

MIM

MAX FL140

ENULO & VABOG HOLDINGS

VABOG
MIM FL80
MAX FL140
N /><
Sy s

5 KING SHAKA
J15.6 ToV

FL80

N

NOT TO SCALE

CHANGES: Holdings renamed.

JEPPESEN, 2010. ALL RIGHTS RESERVED.
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FALE/DUR —4@-JEFPESEN DURBAN, S AFR REP——

KING SHAKA INTL 25 NOV 16 ILS Z Rwy 06
D-ATIS DURBAN Approach KING SHAKA INTL Tower Ground APRON Control
< 127.0 125.75 118.45 121.65 122.65
=] LOC Final GS ILS '
= TNI Apch Crs D8.4 TNI RDefAe(Ho Apt Elev 304 %,
2 *¥111.3 062° 3000/(2713') Minimums Rwy 287’ 04900'():]09
2| missep ApcH: Climb STRAIGHT AHEAD on R-066 TGV to D3.0 TGV/ 5300" goo’
D4.0 TNI or 3000', whichever is later, then turn RIGHT onto \u‘
241° for radar vectors to ILS apch. MISSED APCH WITH COMM FAILURE: 2,
Climb STRAIGHT AHEAD on R-066 TGV to D3.0 TGV/D4.0 TNI or 3000’, whichever is
later, then turn RIGHT onto 241° to intercept 12 DME Arc TGV westbound. Crossing MSA
R-226 TGV turn RIGHT onto 036° to intercept ILS apch and land. TGV VOR

Alt Set: hPa Rwy Elev: 10 hPa
1. VOR and DME required.
STAR or radar vectors.

Trans level: By ATC Trans alt: 5500’
2. CAUTION: High ground West of airport. 3. Procedure only applicable via

10
|

T )

)
774’ D3.0 TGV
FA(D)-58 1050'/\ CING SHAKA D4.0 TNI,/X‘-\\
- /é } -
SAY
Q /
/
S /o
< S
/v

ILS DM

(062° %111/3 TNI

- 29-40

In the event of radio failure complete
the turn to ILS rwy 06 and complete
the approach to land rwy 06.

° RECOMMENDED
1 § ALTITUDES
\ - LOC (GS out)
- 29-45 | TNI DME | ALTITUDE
8.0 2880’
— 7.0 2550'
6.0 2230'
_ 5.0 1910'
(IF) 4.0 1580:
— 13.8 3.0 1260
TNI 31-00 3110 2.0 930’
- , , 1.0 610
D13.8 71NI
4000’
via
standard
arrival
routes or
radar
vectors

, :
Gnd speed-Kis 70 | 90 | 100 | 120 [ 140 | 160 3000/ D3.0T6v I ToV
ILS GS or o| 372 | 478 | 531 | 637 | 743 | 849 v AN ia115.6
LOC Descent Angle  3.00 * w'hlfhever * X
MAP af D0.2 TNI 's fater ! R-066
STRAIGHT-IN LANDING RWY 06 CIRCLE-TO-

ILS LOC (GS out) LAND
MACG 3.0% MACG 2.5% MACG 3.0% MACG 2.5%
pa ABC:487 72001 [, . ABC:946(659")
D:497 (210" D:9527(665')| moan) 7307 (443') | moary 11807 (893")
FULL ALS out FULL ALS out ALS out ALS out
A RVR 900m RVR 1200m
— RVR 1500m RVR 1500m
[B | RVR 550m 000 00

£|c RVR 1000m | rvk 800m |Rve 1200m [ RYR 1000 = o om [ RVR 1400m see 21-5

9 RVR 2000m

Z|D| rvr 600m RVR 1400m | RVR 2000m | RVR 1800m

o
CHANGES: Procedure. Minimums. JEPPESEN, 2010, 2016. ALL RIGHTS RESERVED.
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FALE/DUR w _ JEPPESEN DURBAN S AFR—R—EP
7/
KING SHAKA INTL 25 NOV 16 EIEEREICAT II ILS Z Rwy 06
D-ATIS DURBAN Approach KING SHAKA INTL Tower Ground APRON Control

< 127.0 125.75 118.45 121.65 122.65

o LOC Final GS CAT I ILS )

= NI Apch Crs D8.4 TNI RQ/fDA(H) Apt Elev 304 %

% *111.3 062° |3000' (2713 poer 1o Rwy 287 04900'«11@

&| missep ApcH: Climb STRAIGHT AHEAD on R-066 TGV to D3.0 TGV/ 5300" goo’
D4.0 TNI or 3000', whichever is later, then turn RIGHT onto \»
241° for radar vectors to ILS apch. MISSED APCH WITH COMM FAILURE: 2,
Climb STRAIGHT AHEAD on R-066 TGV to D3.0 TGV/D4.0 TNI or 3000’, whichever is
later, then turn RIGHT onto 241° to intercept 12 DME Arc TGV westbound. Crossing MSA
R-226 TGV turn RIGHT onto 036° to intercept ILS apch and land. TGV VOR
Alt Set: hPa Rwy Elev: 10 hPa Trans level: By ATC Trans alt: 5500’

1. VOR and DME required. 2. CAUTION: High ground West of airport. 3. Procedure only applicable via
STAR or radar vectors. 4. Special Aircrew & Aircraft Certification Required.

S_ T A T
, 774"~ D3.0 TGV __.
FA(D)-58 1050/\ KING SHAKA D4.0 TNI,/X N\
1° 115.6 TGV 28 ) 1
- m—  ceem Qb 7
’
’
g S
ey

ILS DM

= 29-40
(062° %111/3 TNI

In the event of radio failure complete
the turn to ILS rwy 06 and complete
the approach to land rwy 06.

L0
T
3
&
- ——
7,
%\

31;]0

via
standard
arrival
routes or
radar
vectors

Gnd speed-Kts 70 90 [ 100 [ 120 | 140 | 160
GS 3.00°) 372 | 478 | 531 [ 637 | 743 | 849

: :
r D3.0 '

3000}1' :h D4.0 TTrleIVV'ia] ch;v6

* s Iater * i R-066

STRAIGHT-IN LANDING RWY 06

CATIIILS
MACG 3.0% MACG 2.5%

A B C D DA(H)
RA 103’ RA 117’ RA 138’ RA 140’ A:8327(545') c: 8547 (567")
oar) 387 7(100") [oam) 4017 (114")|oam) 4097 (122')|pam) 4307(143")| B:8467(559') D:87 57 (588")

rRvR 300m rvR 400m rRvR 450m rRvR 450m

PANS OPS

CHANGES: New procedure. JEPPESEN, 2016. ALL RIGHTS RESERVED.
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FALE/DUR —w _JEPPESEN DURBAN, S AFR REP
KING SHAKA INTL 25 NOV 16 ILS Y Rwy 06
D-ATIS DURBAN Approach KING SHAKA INTL Tower Ground APRON Control

< 127.0 125.75 118.45 121.65 122.65

& LOC Final GS LS .

= TNI AchaCrs D8.4 TNI RDefAe(Ho Apt Elev 304

9 *111.3 062° 3000/ (2713") Minimums Rwy 287

E| missep apcH: Climb STRAIGHT AHEAD on R-066 TGV to 3000,

then turn RIGHT to VOR climbing to 3400°.

Alt Set: hPa Rwy Elev: 10 hPa Trans level: By ATC Trans alt: 5500’
1. VOR and DME required. 2. CAUTION: High ground West of airport. 3. 080°/260° MSA
procedure turn prohibited. TGV VOR
Fat
1 )

10
|

FA(D)-58
- 29-35

ILS DM

(062° *111.3 TNI

RECOMMENDED
- A ALTITUDES
\ © When approaching VOR via 172° LOC (GS out)
| 99.45 | thru 352° and within 30° of the — TNI DME | ALTITUDE
outbound heading inbound, use 8.0 2880’
- phraseology: ""Request procedure 7.0 2550’
. turn approach”. 6.0 2230’
— 5.0 1910'
4.0 1580’
— 3.0 1260’
2.0 930’
MAX @ Descend in holding to 3400'.
D10.7 tcv VOR
' — 241% !
3400° 3400
0620 3000’ D2.4 or higher @
620 DO0.2
| toc NI
D8.4 1060’
TTI | | - TcH s
| 6.0 |2.2 Rwy 287’
Gnd speed-Kts 70 | 90 | 100 | 120 | 140 | 160 [
ILS GSpor 3000, ! eV
o| 372 478| 531| 637 | 743 | 849 on115.6
LOC Descent Angle 3.00 | R-066
MAP at D0.2 TNI H RT |
STRAIGHT-IN LANDING RWY 06 CIRCLE-TO-
ILS LOC (GS out) LAND
MACG 3.0% MACG 2.5% MACG 3.0% MACG 2.5%
pa ABC:487 /(2009 [, . ABC:946(659")
D:497 (210" D:9527(665')| moar) 7307 (443") | moary 11807 (893")
FULL ALS out FULL ALS out ALS out ALS out
A RVR 900 RVR 1200
— m RVR 1500m m RVR 1500m
[B| RvR 550m
£l RVR 1000m | RvR 800m |Rve 1200m | RVR 1000M [ 0 om | RVR 1400M see 21-5
2} RVR 2000m
Z|D| rvr 600m RVR 1400m | RVR 2000m | RVR 1800m
o.

CHANGES: Procedure. Minimums. JEPPESEN, 2010, 2016. ALL RIGHTS RESERVED.
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FALE/DUR *JEPPESEN DURBAN, S AFR REP——
KING SHAKA INTL 25 nov 16 (21-2A IEBOEICAT 1 ILS Y Rwy 06
D-ATIS DURBAN Approach KING SHAKA INTL Tower Ground APRON Control
127.0 125.75 118.45 121.65 122.65
LTCI\)I(I: A:c”;la(lirs Ds.G4$TN| f2:Q/TDIL(IIES Apt Elev 304’

%111.3 062° 300072713 | sefertel Rwy 267"

misseD APcH: Climb STRAIGHT AHEAD on R-066 TGV to 3000’,
then turn RIGHT to VOR climbing to 3400°.

BRIEFING STRIP ™

Alt Set: hPa Rwy Elev: 10 hPa Trans level: By ATC Trans alt: 5500’
1. VOR and DME required. 2. CAUTION: High ground West of airport. 3. 080°/260° MSA
procedure turn prohibited. 4. Special Aircrew & Aircraft Certification Required. TGV VOR

10
|

FA(D)-58

ILS DM

@62° *111.3 TNI

© When approaching VOR via 172°

— 29-45 thru 352° and within 30° of the =
outbound heading inbound, use
— phraseology: "Request procedure
turn approach”.
31-00 31-10
0 ! ! -
MAX © Descend in holding to 3400".
D10.7 tcv VOR
! — 241° ;
3400' 3400
or higher @
MSA
| TCH 54’
| Rwy 287’
Gnd speed-Kts 70 90 100 | 120 | 140 | 160 3000’ I TGV
GS 3.00°)| 372 | 478| 531 637 | 743 | 849 on115.6
(RT : R-066
STRAIGHT-IN LANDING RWY 06
CATIIILS
MACG 3.0% MACG 2.5%

A B C D DA(H)
RA 103’ RA 117’ RA 138’ RA 140" | A:8327(545') c: 854/ (567")
) 387 7(100") |oam) 4017 (114")[pam) 4097 (122')|pam) 4307(143")| 8:8467(559") D: 8757 (588")

rRvR 300m rRvR 400m rRvR 450m rvR 450m

PANS OPS

CHANGES: New procedure. JEPPESEN, 2016. ALL RIGHTS RESERVED.
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FALE/DUR w_ IEPPESEN DURBAN, S AFR_R_EP
KING SHAKA INTL 25 NOV 16 ILS Z Rwy 24
D-ATIS DURBAN Approach KING SHAKA INTL Tower Ground APRON Control

. 127.0 125.75 118.45 121.65 122.65

o LoC Final GS ILS .

= TGI Apc:laCrs D8.3 TGI szAe(ero Apt Elev 304

ol *109.7 242° 30007 (2699") Minimums Rwy 301°

§ missep APcH: Climb STRAIGHT AHEAD on R-236 TGV to D3.0 TGV/

D3.6 TGI or 3000', whichever is later, then turn LEFT onto
061° for radar vectors to ILS apch. MISSED APCH WITH COMM FAILURE:
Climb STRAIGHT AHEAD on R-236 TGV to D3.0 TGV/D3.6 TGI or 3000, whichever is

later, then turn LEFT onto 061° to intercept 12 DME Arc TGV westbound. Crossing TGACSOOR

R-075 TGV turn LEFT onto 216° to intercept ILS apch and land.

Alt Set: hPa Rwy Elev: 11 hPa Trans level: By ATC Trans alt: 5500’

1 (IF) I
o D13.8
e | TGI
Q
WARNING:

Toll Gate Lights (parallel to

thresh 24) approximately 1 NM NE of
thresh 24 can be mistaken for rwy
lights during NIGHT ops or in IMC.

ILS DME

(242° %109.7 TGI

Q VOR and DME required.
CAUTION: High ground West of airport.
774’ Procedure only applicable via STAR or
A radar vectors.
In the event of radio failure complete
1050" the turn to ILS rwy 24 and complete
N the approach to land rwy 24.
KING SHAKA RECOMMENDED
- ®115.6 TGVR D0.2 ALTITUDES

= == eem TGl LOC (GS out)

— TGI DME | ALTITUDE

20 8.0 2910'

I & A s |

- QA& D3.0 TGV A'c\' / 50 | 1930’

D3.6 TGI ,,o 4.0 1600’

2940 ! o {1 30 | 1280

\ 'S 2.0 950'

w | 31700 ~._'/ 31-10 31:20 1.0 620’

D8.3 D13.8 1c1
TGl o~14000'
3000’ _~ via

DO0.2 standard

TGI arrival
| routes or

, | radar

TCH 54 \~M vectors

Rwy 301° 5.5

Gnd speed-Kts 70 90 | 100 | 120 | 140 | 160 HI/’*S'“

ILS GS or 372 | 478 531| 637| 743 | 849 | |PAPIEIEPAPI

, r
3000’! D3.0 tov ! TGV
| D3.6 TGI v:ia115.6

LOC Descent Angle 3.00° * whichever *

MAP at D0.2 TGI Is later ' R-236

STRAIGHT-IN LANDING RWY 24 CIRCLE-TO-

ILS LOC (GS out) LAND
MACG 3.4% MACG 2.5% MACG 3.4% MACG 2.5%
pa ABC:90 17200 [, . ABC:1188(887")
D:507 /(206" D:11947(893") moar) 7307 (429') | moar) 14207 (1119
FULL ALS out FULL ALS out ALS out ALS out

A RVR 900m RVR 1200m

— RVR 1500m RVR 1500m

[B| RvR 550m
£l RVR 1000m | rvk 800m [rve 1200m [ RYR 1000 [ = om | FVR 1400M see 21-5
¥ RVR 2000m
Z1p| rvr 600m RVR 1400m | RVR 2000m | RVR 1800m
o

CHANGES: Procedure. Minimums. JEPPESEN, 2010, 2016. ALL RIGHTS RESERVED.



Printed from JeppView for Windows 5.3.0.0 on 01 Nov 2020; Terminal chart data cycle 22-2020; Notice: After 12 Nov 2020, 0000Z, this chart may no longer be valid

FALE/DUR —w _JEPPESEN DURBAN, S AFR REP——
KING SHAKA INTL 2sNovie (21-3A)EINIEE CAT II ILS Z Rwy 24
D-ATIS DURBAN Approach KING SHAKA INTL Tower Ground APRON Control
. 127.0 125.75 118.45 121.65 122.65
2 LOC Final GS CATII ILS .
= TGI Apc:laCrs D8.3 TGI szAe(rH%o Apt Elev 304
ol *109.7 242° 30007 (2699") Minimums Rwy 301°

misseb APcH: Climb STRAIGHT AHEAD on R-236 TGV to D3.0 TGV/

D3.6 TGI or 3000', whichever is later, then turn LEFT onto 061°
for radar vectors to ILS apch. MIsSED APCH WITH COMM FAILURE:
Climb STRAIGHT AHEAD on R-236 TGV to D3.0 TGV/D3.6 TGI or 3000', whichever is

later, then turn LEFT onto 061° to intercept 12 DME Arc TGV westbound. Crossing TGACSOOR

R-075 TGV turn LEFT onto 216° to intercept ILS apch and land.

Alt Set: hPa Rwy Elev: 11 hPa Trans level: By ATC Trans alt: 5500’
I

10

|

2
g

ILS DME

(242° %109.7 TGI

Q

WARNING:

Toll Gate Lights (parallel to

thresh 24) approximately 1 NM NE of
thresh 24 can be mistaken for rwy
lights during NIGHT ops or in IMC.

AT”’

/\l 050’ VOR and DME required.
. CAUTION: High ground West of airport.
KING SHAKA Procedure only applicable via STAR or

radar vectors.
In the event of radio failure complete
the turn to ILS rwy 24 and complete

®115.6 TGV

/ the approach to land rwy 24.
_ ' '% Special Aircrew & Aircraft Certification
997 IA,) .
7\ Required.
_ D3.0 TGV /
D3.6 TGI A ,Io
_-29-40 i ,Q .
\ A
o | 31:00 \~._'/ 3110 31-20
D13.8 1GI
o~14000'
').A'?' via
standard
arrival
routes or
radar
vectors
5.5 |
Gnd speed-Kts 70 | 90 | 100 | 120 | 140 | 160 HIALS-I1 3000,: D3.0 7cv | Tav
GS 3.00°( 372 | 478 531 | 637 | 743 | 849 PAP API | D3.6 TGl ! 115.6
whichever V.'a *
isllaier | R_236
— |
STRAIGHT-IN LANDING RWY 24
CATII ILS
MACG 3.4% MACG 2.5%

A B C D
RA 100’ RA 106’ RA 115/ RA 132’ A:10887(787")c:1103(802")
paH) 40 17(100") [ oar) 407 7 (106")|oar) 4167(115")|pan) 4357 (134") B:1094/(793")D:1122’

rRvR 300m rvR 400m rvR 450m

PANS OPS

CHANGES: New procedure. JEPPESEN, 2016. ALL RIGHTS RESERVED.
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FALE/DUR —YJEPPESEN DURBAN, S AFRREP——

KING SHAKA INTL 25 NOV 16 ILS Y Rwy 24
D-ATIS DURBAN Approach KING SHAKA INTL Tower Ground APRON Control
- 127.0 125.75 118.45 121.65 122.65
o LOC Final GS ILS ,
5 TG1 AchaCrs D8.3 TGI DAH) Apt Elev 304
ol *109.7 242° 30007 (2699") Minimums Rwy 301°
§ missep ApcH: Climb STRAIGHT AHEAD on R-236 TGV to 3000,

then turn LEFT to VOR climbing to 3400°.

Alt Set: hPa Rwy Elev: 11 hPa Trans level: By ATC Trans alt: 5500’ MSA
1. VOR and DME required. 2. CAUTION: High ground West of airport. 3. 080°/260° TGV VOR
procedure turn prohibited.

© When approaching VOR via 311°
thru 131° and within 30° of the

o [ 9999 outbound heading inbound, use
* phraseology: "Request procedure
turn approach”.
s AD10.7
N ILS DME TGV ]
WARNING:

Toll Gate Lights (parallel to thresh 24)
approximately 1 NM NE of thresh 24
can be mistaken for rwy lights during
NIGHT ops or in IMC.

° RECOMMENDED
— ALTITUDES
LOC (GS out)
— TGI DME | ALTITUDE
8.0 2910
. 7.0 2580
d 6.0 2250
i 5.0 1930
4.0 1600’
-
a - 3.0 | 1280
2.0 950’
o 31|—00 31|-10 31|—20 1.0 620
@ Descend in holding to 3400'. MAX
VOR D10.7 tGv
. 061 /4
3400 A2 3400’
@or higher § DO.2 D2.3 3000 ey
TGl S
Tfl Loc 1 7242
| 105Q D8.3
TCH 54" .
M <—— TGI
Rwy 301° 2.1 | 6.0 |
Gnd speed-Kts 90 100 | 120 | 140 | 160 I
ILS GSpor 3000, ! eV
o] 372| 478| 531 | 637 | 743 | 849 onl15.6
LOC Descent Angle 3.00 ‘ | R-236
MAP at D0.2 TGI _ LT |
STRAIGHT-IN LANDING RWY 24 CIRCLE-TO-
ILS LOC (GS out) LAND
MACG 3.4% MACG 2.5% MACG 3.4% MACG 2.5%
pa ABC: 90172007 [, . ABC:1188(887")
D:507’(206") D:11947893")| moar) 7307 (429') | moan) 14207 (1119
FULL ALS out FULL ALS out ALS out ALS out
A RVR 900m RVR 1200m
—1 RVR 1500m RVR 1500m
[B| rRvR 550m
£l RVR 1000m | RVR 800m |Rvk 1200m | RVR 1000mT = o | RVR 1400m see 21-5
© RVR 2000m
Z|D| rvr 600m RVR 1400m | RVR 2000m | RVR 1800m
o

CHANGES: Procedure. Minimums. JEPPESEN, 2010, 2016. ALL RIGHTS RESERVED.
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FALE/DUR *JEPPESEN DURBAN, S AFR REP——

KING SHAKA INTL 25Nov 16 (21-4A BT CAT 11 ILS Y Rwy 24
D-ATIS DURBAN Approach KING SHAKA INTL Tower Ground APRON Control

< 127.0 125.75 118.45 121.65 122.65

2 LOC Final GS CATII ILS .

= TGl Apc:laCrs D8.3 TGI RDefAe(Ho Apt Elev 304

ol *109.7 242° 30007 (2699") Minimums Rwy 301°

misseD APcH: Climb STRAIGHT AHEAD on R-236 TGV to 3000’,
then turn LEFT to VOR climbing to 3400°.

Alt Set: hPa Rwy Elev: 11 hPa Trans level: By ATC Trans alt: 5500’ MSA
1. VOR and DME required. 2. CAUTION: High ground West of airport. 3. 080°/260° TGV VOR
procedure turn prohibited. 4. Special Aircrew & Aircraft Certification Required.

© When approaching VOR via 311°
thru 131° and within 30° of the
outbound heading inbound, use
phraseology: "Request procedure
turn approach”.

WARNING:

Toll Gate Lights (parallel to thresh 24)
approximately 1 NM NE of thresh 24
can be mistaken for rwy lights during
NIGHT ops or in IMC.

'I
240 |‘ _
N\,
m_ 31-00 31-10 31-20
O Descend in hold\i;gotlg 3400'0.610 DI é\)/\f\;( oy
3400° ' - W1 3400°
@ or higher 3000’ /?-
MSA

TCH 54'
Rwy 301’
o e Tl K- METTING:
Gs 3.00 PAPIZ:IPAPI onl115.6
= LT‘] : R-236
STRAIGHT-IN LANDING RWY 24
CAT I ILS
MACG 3.4% MACG 2.5%

A B C D
RA 100’ RA 106’ RA 1157 RA 132" | A.1088/(787)c:1103 )
ar) 4017(100") [pam) 407 7(106")[oar) 4167 (115")[oarn) 4357(134")| B:10947(793')D:11227(821")

rRvR 300m rvR 400m rvR 450m

PANS OPS

CHANGES: New procedure. JEPPESEN, 2016. ALL RIGHTS RESERVED.
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FALE/DUR —W_JEPPESEN DURBAN, S AFR REP——
KING SHAKA INTL 25 NOV 16 @ CIRCLING MNMS for

ILS or LOC Rwy 06/24

JAR-OPS CIRCLE-TO-LAND

ENTIRELY AT PILOTS DISCRETION

_’K‘faf MDA(H) VIS
100 1000 (69¢') AAA 1500m
135 1000’ (69¢') HAH 1600m
180 1270 (966') B 2400m
205 1350 (1046') A 3600m

B After LOC (GS out) 06 with MACG 2.5%: MDA(H) 1180’ (876").
H After ILS 24 with MACG 2.5%: MDA(H) 1190 (886").
H After LOC (GS out) 24 with MACG 2.5%: MDA(H) 1420'(1116").

CHANGES: Minimums. JEPPESEN, 2010, 2016. ALL RIGHTS RESERVED.
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FALE/DUR
KING SHAKA INTL

—w _JEPPESEN

15 APR 16

DURBAN, S AFR REP——

RNAV (GNSS) Rwy 06

D-ATIS DURBAN Approach KING SHAKA INTL Tower Ground APRON Control
= 127.0 125.750 118.450 121.650 122.650
e Final Procedure Alt LNAV .
& RNAV Apch Crs LETF1 MDA(H) Apt Elev 304
2 062° 3000/ (2713") Minimums Rwy 287’ TAA
] 25 NM
Zl missep ApcH: Climb STRAIGHT AHEAD to 3000’ via LETM1 to IAF
LETM2, then turn RIGHT to LEIN3 for radar vectors.
Alt Set: hPa Rwy Elev: 10 hPa Trans level: By ATC Trans alt: 5500’
) 1
LETM1 2% :
l, SN 7,
/7 Zy‘o's‘s’
/ /0\\
4 ~
U4 ~
Ao \\
o N
Q ~
LET Mz,}}
4
LE 1 MP 34
24
P
, -
,I
/,
8
™
(\,
¥
LEIN3 ¥
\ .
TN
MAX 250 KT
31-10 3120
DIST to LEIMP 7.0 6.0 5.0 4.0 3.0 2.0
o ALTITUDE 2680’ 2350’ 2020’ 1680’ 1350’ 1010’
LEITI1 LE1F1 LET1MP
s 2.3 NM
4000 0620 ' to THR
TCH 54’
Vel
Rwy 287’
13.5 8.4 0.4 o
; HIALS-11 [
Descens Al 3.00°| 572 | 478 | 531|657 [ 743 | 845 | 30007
. + vlia LE l M l
MAP at LETMP !
STRAIGHT-IN LANDING RWY 06 CIRCLE-TO-LAND
Missed apch climb grad mim 3.9% Missed apch climb grad mim 2.5% Cir%'gnghheiﬁhfl basefd208n7’
moaH) 6907 (403" moarH) 12207(933) rwy 06 thresh elev o
ALS out ALS out Max MDAH) vis |
Al  RVR 1200 RVR 1200 100
m RVR 1500m m RVR 1500m 960 (675') B _1500m
B 1351 990" (703" 1600m
—  RVR 1400m RVR 1400m
wlC 180 1170 (883") 2400m
8 RVR 2000m RVR 2000m
wlD RVR 1800m RVR 1800m 205 1440’ (1153')  3600m
b4
I| B After approach with missed apch climb grad mim 2.5%: MDA(H) 1220'(933").
CHANGES: Obstruction. JEPPESEN, 2010, 2016. ALL RIGHTS RESERVED.
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FALE/DUR —w_JEPPESEN DURBAN, S AFR REP——
KING SHAKA INTL 15 APR 16 (22-2) RNAV (GNSS) Rwy 24
D-ATIS DURBAN Approach KING SHAKA INTL Tower Ground APRON Control
< 127.0 125.750 118.450 121.650 122.650
E Final Procedure Alt LNAV
& RNAV Apch Crs LE2F1 QAeDf:\r(l;'g) Apt Elev 304’
o 241° 30007 (2696") Minimums TAA
i 25 NM
2| missep ApcH: Climb STRAIGHT AHEAD to 3000’ via LE2M1 to IAF
LE2M2, then turn LEFT to LE2N1 for radar vectors.
Alt Set: hPa Apt Elev: 11 hPa Trans level: By ATC Trans alt: 5500’
' N (IAF) ' i
1306" o /¥ LE2N2
o' 5000
v MAX %lsFo) KT
LE2T1

J
X} (IAF)
LE2NI
5000’

MAX 250 KT

WARNING:

Toll Gate Lights (parallel to thresh 24)
approximately 1 NM NE of thresh 24
can be mistaken for rwy lights during 1
NIGHT ops or in IMC.

31-20 31-30 31-40
| DIST to LE2MP 2.0 3.0 4.0 5.0 6.0 7.0 8.0
w |  ALTITUDE 990’ 1310’ 1620’ 1940’ 2260’ 2570' 2890’
LE2MP 5.0 NM LE2F1 LE2T1
1
to LE2MP A\° 4000
1940° ﬂ/
%ﬁ' 3000
TCH 54' —_/ I
S — 780" 890
Apt 304’ } ----- 5.0 | 3.4 5.1
O 8.4 13.5
Gnd speed-Kts 70 | 90 | 100 | 120 | 140 | 160 M 13000 |
o HEH 1
Descent Angle  3.00°| 372 | 478 | 531 | 637 | 743 | 849 * via LE2M1
MAP at LE2MP :
STRAIGHT-IN LANDING RWY 24 CIRCLE-TO-LAND
Missed apch climb grad mim 3.9% Missed apch climb grad mim 2.5%
moaH) 7807 (476" moaH) 12607(956)
ALS out ALS out A}Qf? MDA(H) VIS ]
A RVR 1200 RVR 1200 100
5 m RVR 1500m m RVR 1500m 960° (656) 1500m
135
o= "R 1400m RVR 1400m ]?38 (686 1600m
C 180 866 2400
o RVR 2000m RVR 2000m ( m
2|Db| rvr 1800m RVR 1800m 205| 1440'(1 136 3600m
| A After approach with missed apch climb grad mim 2.5%: MDA(H) 1260'(956").

CHANGES: Obstruction. JEPPESEN, 2010, 2016. ALL RIGHTS RESERVED.
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FALE/DUR —~w _JEPPESEN DURBAN, S AFR REP——
KING SHAKA INTL 30 DEC 16 (23- 1) IETIENETN VOR Z Rwy 06
D-ATIS DURBAN Approach KING SHAKA INTL Tower Ground APRON Control
< 127.0 125.75 118.45 121.65 122.65
a VOR Final Minimum Alt MDA (H) ,
= TGV Apc:laCrs D56 (CONDITIONAL)| APt Elev 304
9 115.6 066° 3000/ (2713") | 6507 (363" Rwy 287'
| missep ApcH: Climb STRAIGHT AHEAD on R-066 to D3.0 or 3000,

whichever is later, then turn RIGHT on track 241° for radar

vectors. MISSED APCH WITH COMM FAILURE: Climb STRAIGHT AHEAD on R-066 to
D3.0 or 3000', whichever is later, then turn RIGHT on heading 241° to intercept 12 DME
Arc westbound. Crossing R-227 turn RIGHT on track 036° to intercept R-246 and land.

MSA TGV VOR

Alt Set: hPa Rwy Elev: 10 hPa Trans level: By ATC Trans alt: 5500’
1. DME required. 2. CAUTION: High ground West of airport. 3. Procedure only applicable via STAR or
radar vectors.

RECOMMENDED
ALTITUDES
| Tev DME | ALTITUDE
8.0 2500’
7.0 2180’
6.0 1860’
5.0 1540’
_ 4.0 1230’
D14.9 3.0 910’
D14.9 D9.6
4000’ '\0660 [FD@6Z]
via ~n 71
standard 3000 $.35.000 D3.2
arrival | 32V6R
routes or | [ ] ?\}/663
radar | [ | ] ,
vectors | M/ TCH 54
5.3 | 6.4 | 1.9 o1 Rwy 287’
Gnd speed-Kts 70 | 90 | 100 | 120 | 140 | 160 /1 | TV
Descent Angle 3.00°| 372 | 478 | 531 | 637 | 743 | 849 300v?hiclhev2'3.0vlia] 15.6
+ is later * 1 *
MAP af D1.3 ! ' R-066
STRAIGHT-IN LANDING RWY 06 CIRCLE-TO-LAND
Missed apch climb Missed apch climb
grad mim 3.6% grad mim 2.5% ENTIRELY AT
moaH) 6507 (363" moaH) 19207(1633") PILOTS DISCRETION
Max
ALS out ALS out Kts MDA(H) VIS |
A RVR 900m RVR 1200m 100 696"
- RVR 1500m RVR 1500m [ :888,(6%,) 1500m
1 Rvr 1000m RVR 1400m ’(6% ) 1600m
C RVR 1800m 180~ 12707966") 2400m
RVR 2000m
' 1
&|D| Rvr 1400m RVR 2000m RVR 1800m 205 1350°(1046") 3600m
g B After missed apch climb grad mim 2.5%: MDA(H) 1920’ (1616").
o

CHANGES: Bearings. Circling minimums. JEPPESEN, 2010, 2016. ALL RIGHTS RESERVED.
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FALE/DUR —w_JEPPESEN DURBAN, S AFR REP——
KING SHAKA INTL 30 DEC 16 (23-) TN VOR Z Rwy 24
D-ATIS DURBAN Approach KING SHAKA INTL Tower Ground APRON Control
127.0 125.75 118.45 121.65 122.65
i VOR Final Minimum Alt MDA (H) ,
5 TGV Apch Crs D9.2 (CONDITIONAL)| APt Elev 304
o 115.6 236° 30007 (2699') | 8707 (569" Rwy 301’
4
| missep apcH: Climb STRAIGHT AHEAD on R-236 to D3.0 or 3000°,
-4 . . .
sl whichever is later, then turn LEFT on heading 061° for radar
vectors. MISSED APCH WITH COMM FAILURE: Climb STRAIGHT AHEAD on R-236 to
D3.0 or 3000', whichever is later, then turn LEFT on heading 061° to intercept 12 DME
Arc westbound. Crossing R-075 turn LEFT on track 216° to intercept R-056 and land. MSA TGV VOR
Alt Set: hPa Rwy Elev: 11 hPa Trans level: By ATC Trans alt: 5500’

WARNING:

Toll Gate Lights (parallel to thresh 24)
approximately 1 NM NE of thresh 24
can be mistaken for rwy lights during
NIGHT ops or in IMC.

IIO

DME required.

CAUTION: High ground West of airport.
Procedure only applicable via STAR or
radar vectors.

1000

°_| gD— KING SHAKA
< 115.6 TGV RECOMMENDED
- S W ¥ ALTITUDES
) o TGV DME | ALTITUDE
. (&997 /@b 8.0 | 2630
/ 7.0 | 2310’
| D3.0 A > 6.0 1990’
o0 [ ,° 5.0 | 1680’
- \ 7y 1 40 | 1360
S’ 3.0 | 1040’
- 3];00 - 31;]0 3];20 2.0 730
D9.2 D14.5
[FD|242] 350/ 4000'
’ 2 via
DO0.9 '5.00 3‘—’3000 - standard
[RW24] | arrival
| routes or
| radar
TCH 54’ \M ...... vectors
Rwy 301’ 0.1] 8.3 5.3
Gnd speed-Kits 70 | 90 | 100 | 120 | 140 | 160 HIALS-1I /1 |
. TGV
Descent Angle 3.00°| 372 | 478 | 531 637 | 743 | 849 300v(v)hiclhev2r3 Ovia] 15.6
* is later * ! :
MAP at D0.9 | ! R-236
STRAIGHT-IN LANDING RWY 24 CIRCLE-TO-LAND
Missed apch climb Missed apch climb
grad mim 3.2% grad mim 2.5% ENTIRELY AT
moaH) 8707 (569') moam) 13007999 PILOTS DISCRETION
ALS out ALS out Ko MDA(H) vis |
Al  RVR 1000m RVR 1200m 1001000
A RVR 1500m R 1500m g o (6967)  1500m
| RV 1200m RVR 1400m 270" (6% 1600m
180
RVR 2000m RVR 2000m (966 2400m
D RVR 1600m RVR 1800m 205| 1350 (1046 3600m

H After missed apch climb grad mim 2.5%: MDA(H) 1300" (996’).

PANS OPS

CHANGES: Bearings. Circling minimums. JEPPESEN, 2010, 2016. ALL RIGHTS RESERVED.
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Chart changes since cycle 21-2020

ADD = added chart, REV = revised chart, DEL = deleted chart.
ACT PROCEDURE IDENT INDEX REV DATE EFF DATE

DURBAN, (KING SHAKA INTL - FALE)




Terminal Chart Change Notices

Page 1 - Printed on 01 Nov 2020 ¥ JEPPESEN
Notice: After 12 Nov 2020, 0000Z, this data may no longer be valid = =
(c) JEPPESEN SANDERSON, INC., 2020, ALL RIGHTS RESERVED JeppVIGW for WI ndows

TERMINAL CHART CHANGE NOTICES

No Chart Change Notices for Airport FALE
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